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AB STRACT

Measurements on the heat affected zone of a weidment are presented

using the position sensitive detector and a normal diffractometer

equipped with a scintillation detector and a solid state detector. The

samp le , a surface ground titanium alloy, provided a classic applications

problem for the X-ray technique from which a real analys is of the pos it ion

sensitive detector could be made. The diffraction profile from the Ti

alloy is very broad and the fluorescence produces a high background .

The fluorescence is eas ily rejec ted using a sol id s ta te de tec tor , however ,

the time of analysis is very long . With the position sensitive detector ,

the combina tion of increased energy discr imination over the scintillation

de tector and the simultaneous measurement of many data points over the

broad peak enabled the measurements to be made for the same accuracy in

4 much shorter times than for either the solid state detector or the

scintillation detector.
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*CHAPTER 6

I
6.1 INTRODUCTION

The residual stress distribution near a fillet weld joining two

titanium alloy p lates was examined by means of X-rays. Titanium is a

difficult material in which to measure the residual state by the X-ray

technique because fluorescence and broadening of the diffraction profile

makes accurate peak location difficult. This sample presents a classic

application problem and thereby allows a realistic comparison to be

made between a scintillation detector , a solid state detector (SSD)

and a position sensitive detector (PSD) in the measurement of residua l

stress . The SSD has the advantage of excellent energy resolution which

enables the fluorescence to be removed to improve the diffraction

profile.

At the Naval Shipyards , two titanium plates , 12.7 x 10.2 x 2.5 cm,

had been surface ground and welded at right angles along the long

dimension . As shown in Fig. 6.1, a photograph of the sample , the plates

were cut apart away from the weld . The residua l stress distribution

was measured in the heat affected zone near the weld . A timing compari-

son between the three detectors revealed the PSD to be faster than

either of the other detectors .

Using the PSD, the distribution of residua l stresses in the heat

affected zone was determined . Residua l stresses were measured in both

the transverse and parallel directions with respect to the bead . The

distribution is compared with theoretica l predictions for typical

stress distributions after welding . The predictions assume the stress

*Chs 1-3 constitute TB. No. 14, Ch. 4 is TR No. 16, and Ch. 5 is TB. No. 15.
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FIGURE 6.1 Photogra ph of the Ti alloy specimen having been fillet

welded using a multipaSS method . The saw grooves on the left

side can be seen where the second block , located at right

angles to the sample in the picture , had been cut away for

convenience. The residua l stress distibution was measured

on the flat portion of the samp le.
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is caused by p lastic deformation due to non-uniform heating and cooling

rates in the material. The results in this study generally co incide

with the theoretical distribution although the magnitude is more

compressive.

6.2  EXPERIMENTAL DETAILS

6 .2. 1  Specimen

A t i t an ium #621 a l loy  (6% Al , 27~ Nb , 17. Ni) having been surface

ground and fillet welded was obtained from Dr. W. H. Lucke of the Nava l

Shipyard Research and Development Center , Annapolis , Maryland . It was

stated to have a yield s trength of 695 MPa (100 ,000 psi) and an ultimate

tens ile strength of 834 MPa (120,000 psi). Two such blocks of 12 .7 x

10 .2 x 2.5 cm were fillet welded , then cut apart such tha t the built

up material was on the measured samp le , as shown in Fig. 6.1.

The first welding pass causes the edges of the material nex t to

the weld to sink in and form the familar welding groove. Three

subsequent weld passes were made to decrease the severity of the

V groove.

Typical mechanical propert ies for a 67. Al , 4% V titanium alloy are

E = 110 GPa (16 x 10
6 

psi) and v •34•~~
93) 

The X-ray elastic constants

for this alloy have been measured previously for the 114 planes using

Cu K rad iationJ94’
95’

~ The reported X-ray elastic cons tants give a

value for Eli-i-v of 64.6 GPa (9.3 x 10 psi). This is 20 pct smaller

than  the value calculated from bulk mechanical va lues. The studies

conducted in  t h i s  s e c t i o n  were made using a stress cons tan t  of 335 MPa/°2~
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(48000 psi/°2’J) for the 114 planes using Co~~, radiation. This value

was obtained using the measured X-ray elastic constants from ref. 94.

6.2.2 Data Collection

Complete automation of the residual stress measurement was

accomplished using the computer package (ONR TR No. 16). A

Picker dlffractometer was utilized with a scintillation detector ,

solid state detector (SSD) and a position sensitive detec tor (PSD).

The sin
2
~r method was used for measurements wi th the scintillation

detector and the SSD using inclinations of 0°, 26.57°, 39.23° and

50.72° and five data points to locate the peak position . Background

subtraction was used in determining the region of fit for the scm-

• tillation detector because the peak to background ratio was only 1.2

due to the poor energy dIscrimination. The correlation coefficient

for d vs. sin
2

i4i was always greater than .97 indicating a linear relation-

ship to a 99 pct confidence level.

The two tilt technique could be used with the PSD because d vs. sin~4,

was linear. The collection of many data points on the peak minimizes

the random errors as shown in ONR TR No. 14 so the use of the two tilt

technique using the PSD is as accurate as the sin
2

i~i technique using

the other two detectors since d vs. sin
2
~ was linear. Calibration of

the PSD was accomplished using three low order peaks.

The position of the 010 (4l.053°20), 002

(44.820°2~)) and 011 (47.053°20) peaks were found using the program

ALIGN wi th a solid s t a t e  detector .  The PSD was then

mounted with the 20 arm of the Picker diffractometer set to 44.0O°20

and the peak location for all three peaks determined simultaneously.

~

— •———--—- — •—--— •----—~~ •- .-—~-.~--~~~ 
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This gave a calibration constant of .0405°20/channel. The residual

stress measurements were made with the 20 arm set to 154.O0°20 when

using the PSD.

A Co tube operated at 50 kV and 6 mA wa~ used on the Picker

diffractometer with a divergent slit of 2°. FOZ tue scintillation

detector and the SSD a .2° receiving slit was used . In all cases the

pulse height analyzer was set at 90% of the Co~~, radiation.

6.3 TIMING COMPARISON

The stress , a,~, 
was measured at point A in the center of the

sample as shown in Fig. 6.2 using three detectors . A statistical

counting error of + 14 MPa (± 2030 psi) was specified and the results

are given in Table 6.1.

The profile at ~=0° is shown in Fig. 6.3 for the scintillation

detector and the SSD and in Fig. 6.4 for the PSD. It can be seen

that the profile is better characterized with the SSD in that the peak

is sharper and has a better peak to background ratio than for the

H other detectors because the Ti fluorescence is eliminated . However,

the intensity is considerably decreased so tha t more time is spent in

the preliminary scans.

The PSD is seen to be the fastest method as expected . For the

scintillation detector , the automated program had great difficulty

finding the peak because of the poor peak to background ratio. This

was not the case with the PSD since the energy resolution is 207.*

The resolution is given as a ratio of the full width at half maximum
intensity of the energy peak to the mean energy expressed as a per-
centage.
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FIGURE 62  Location of stress measurements on Ti alloy
specimen. Measurements along the line paral-

-- Id to the weld give 
~~ 

and measurements
H transverse to the weld give ~ . Distances
‘4  yj n  cm.



8

-~
C

I-

C
1-4 .2o U

0C
1-.

‘-4 .

U U(‘4 C
• ~-4 

.~~

cc -In 0.

0

I i..
0
‘4-4

N a~

‘4-.
C
I-.

C’) .2
-In

1~‘4-.44~
C

sD

Up-4
1...

I I I I I

SdD



—

9

~~1

• _

FIGIJRE 6.4 Diffraction profile for the Ti alloy sample using
the position sensitive detector. 114 peak , ~~~~
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TABLE 6 .1

DETECTOR COMPARISON
STRESS , 

~~~~~~
, MEASURED AT POINT A IN FIG. 6.2

Stress Error TimeDetector 
MPa (psi) MPa (psi) Minutes

PSD -351 .2 (-5093l~ ±16.3 (+2360) 2

SCINTILLA TION -363.4 (-52710) ± 17.3 (+2515) 25

SSD -333.6 (-48379) +14.7 (±2140) 30
II _

PSD - Two tilt method .
SCINTIL LA TION - S in2~ method wi th background subtraction .
SSD - S1n211, method .

L .  . .~~~~~~~~~~~~~~~_ _  ~___
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compared to 507. for the scintillation detector so that some of the

f luorescence could be e l iminated .

6.4 STRESS DISTRIBUTION IN THE HEAT AFFECTED ZONE

The residual stress distribution was measured in the heat affected

zone near the weld using the PSD. With the coordinate system in Fig.

6.2, the res idua l stresses parallel to the weld bead , 

~~
, were measured

along a line perpendicular to the weld and the stress , 
~~

, was measured

along a line parallel to the bead . The results are plotted in Fig.

6.5 for 
~ 

and Fig. 6.6 for c .

In welding operations Involving any of the various titanium alloys ,

the fusion zone and part of the heat affected zone are heated to tc i-

• peratures within the ~ phase (BCC) field and on completion of the

welding cycle coold back through the ~ transition temperature to the

~ phase (HCP). For the titanium alloy in this study, the trans formation

produc t on cooling is a supersaturated martensitic ~ having limited

quantities of Nb and Ni held mainly in solid solution .~~
96
~ A rev iew

of the causes of residua l stress formation is presented to explain the

distrubit ion .

(97)
Nagaraja and Tall suggest that many factors influenc e the

residua l stress distribution because the stresses are produced by

plas tic f low caused by non-uniform heating of the material. These

factors include the geometry of the plates , type and heat of welding,

speed of welding and the rate of cooling as well as the physical

properties of the metal and make it difficult to predict the distri-

butlon . Masuhuchi 
(98) 

claims the basic distribution is most influenced

by the therma l process of contraction and the plastic deformation.
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FIGURE f’5 Stress distributi on for ‘ t r a ns v e r s e  to weld bead .
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The p lastic deformation occurs because the cooler surrounding

metal  hinders expansion of the molten meta l  in a l l  d i r ec t ions  except

• on the surface. Here displacement of metal  occurs and when tha t  region

cools and cont rac ts , a ce r t a in  amount of plastic deformation becomes

permanent, causing uneven contraction resulting in the creat!on of

residua l stresses which are predictable. However, Papazoglou and

Masubuchi~
99
~ suggest that the multipass technique for decreasing the

weld ing groove causes the heat flow and dissipation near the weld to

be extremely complex and therefore the welding distortion becomes

• difficult to predict . In add ition to the stresses caused by p lastic

deformation there are stresses resulting from the volume expansio n which

takes plac e as the titanium alloy undergoes the martensite transfor-

mation in the solid state as the metal cools from solidification to

room tempera ture . The surface reaches the transformation temperature

first and expansion can take place without much hinderance. Later , the

bulk will expand on transformation and be compressed by the surface ,

thus driving the surface into tension. This is expected to be largest

near the weld where the temperature is greatest and the cooling rate

fastest .

In genera l , it is expected~
99
~ that the region away from the weld

should be in compression because the expansion of these areas are

restrained by the surrounding metal which is at a lower temperature .

The weld metal itself is at a higher temperature than the surroundings

and tends to shrink on cooling causing this region to be in tension.

(98
This leads Masubuchi to predict a typical distribution of the

residua l stresses in a butt weld as shown in Fig. 6.7.

L -
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FIGURE 6.7 Typical distib uttons of residual
stresse s in a butt weld.
From reference 98 . 
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Comparing FIg. 6 .5 wi th  Fig.  6 .7b , the d i s t r i b u t i o n  for ax perpen-

dicular to the bead is perhaps more compressive than expected by Masubuchi

al though the general trend is clear. Papazoglou and Masubuchi~
99
~

also measured the longitudinal stress In a Ti-6A1-4V alloy using the

complete stress-relaxation technique. (This is a subdivision technique

in which s tra in gages are placed on the welded specimen. The specimen

is then cut to determine the change in strain.) They found that although

a tens ile region did exist near the weld the width of the tensile zone

was very narrow. The larges t compressive stress was -35 MPa (-5000 psi),

~mal1er than the present results . The prior surface grinding

on the sample in this study might account for the dis tribution of

these stresses perpendicular to the weld although no work in the

literature could be found on the affect of worked surfaces prior to

weld ing.

Looking in the direction parallel to the weld one may compare

Fig. 6. 6 with Fig. 6.7c. The distributions are roughly s imi lar although

the region of tension in the present study is of less magnitude than

expec ted . Nipes and Savage~~
00
~ measured the residua l stress in a

bu tt weld along this same direction in a titanium alloy (77.-Mn) by

the subdivision or dissection technique mentioned above . They obtained

compressive weld stresses in the transverse direction , 
~~~~~~

, along mos t

of the weld although the magnitude (less than -70 MPa) was not as

grea t as in this study. They showed that the magnitude of the stresses

depends on the size of the plate as expected since this influences

th e cooling rates . The genera l distribution is , however , not affected .

The results presented here are therefore consistent.

L •— - _ _



6 . SUMMARY

I t  was shown q u i l t  conc l us i ve ly tha t  the  PSI ) was c a p a b l e  of b e i n g

used to measure the residua l stress in less time than a SSD or a

• s c i n t i l l a t i o n  de tec tor . The ent i re  stress d i s t r i b u t i o n  was determined

in less than 2 hours using the PSD and is reasonab ly consistent with

theoretical predictions given all the variables tha t may change the

stress state. This type of analysis would have been very time consuming

(—. 15 hours) with either of the other detectors.
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